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Solid hard wood door  frame
density 650 kg/m³
moisture 10% ± 2

6mm Under Cut

Veneer

Mortice Latches/locks  eurospec
DLE7255EP
Door Handle eurospec CSL1190
Cylinder eurospec CYAZ1270

64mm thick NovABoarD Fire
rated Core density 600kg/m³CB

Elevation
Door Detail (NovABoarD FD 90 Mins)A 1:10 @ A1
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eurospec ES1207
drop seal

Concealed door closer
eurospec DCC2024NCA/SV
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Section A-A
Door Detail (NovABoarD FD 90 Mins)

1:10 @ A1

25x6mm PVC encapsulated
seal fixed exposed
face of frame 3 sides and 3 sides   

Solid hard wood door  frame
density 650 kg/m³
moisture 10% ± 2

3 mm Solid hard wood 
density 650 kg/m³

Veneer

Fire rated foam 10 mm

the door leaf
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silicon 5 mm

Solid hard wood door  frame
density 650 kg/m³
moisture 10% ± 2

6mm Under Cut

3mm Solid hard wood
density 650 kg/m³

3 mm Solid hardwood
density 650 kg/m³

25x6mm PVC encapsulated
seal fixed exposed
face of frame 3 sides and 3
sides of the door leaf

40x2mm Leaf Bottom Seal

Veneer 0.6 mm

Fire rated foam 10 mm

Section C-C
Door Detail (NovABoarD FD 90 Mins)

1:10 @ A1
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Solid hard wood door
frame density 650 kg/m³
moisture 10% ± 2

Veneers

25x6mm PVC Encapsulated
Seal Fixed Exposed Face of
Frame Three Sides and door leaf
three sides

64mm thick NovABoarD Fire
rated Core density

600kg/m³

Fire rated foam 10 mm

Detail 05
Door Detail (FireBan FD 90 Mins)

1:2 @ A1

5 mm silicon

Keralite R, 5 mm glass 

Steel corner 2 mm thickness

 intumescent strip
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Solid hard wood door  frame
density 650 kg/m³
moisture 10% ± 2

6mm Under Cut

3mm Solid hard wood
density 650 kg/m³

3 mm Solid hardwood
density 650 kg/m³

25x6mm PVC encapsulated
seal fixed exposed
face of frame 3 sides and 3
sides of the door leaf

40x2mm Leaf Bottom Seal

64mm thick NovABoarD Fire
rated Core density 600kg/m³

 Veneers 0.6 mm

Fire rated foam 10 mm

Section B-B
Door Detail (NovABoarD FD 90 Mins)

1:10 @ A1

01

03

02

eurospec ES1207 Protected
With loreint Interdense
(intumescent protection
sheet)

drop seal

ceam 1131 concealed hinges
Protected With loreint Interdense
(intumescent protection sheet)

64

64mm thick NovABoarD
Fire rated Core
Density 600kg/m³

Detail 02
Door Detail (NovABoarD FD 90 Mins)

1:2 @ A1

2 nos of 5 mm thick settings blocks 
is the bottom edge

Keralite R, 5 mm glass 

Steel corner 2 mm thickness

 intumescent strip

Detail 04
Door Detail (NovABoarD FD 90 Mins)

1:2 @ A1

1518

22

 intumescent strip

 intumescent strip

40x2 mm
Fire seal

3 mm Solid hard wood  density
650 kg/m³

6mm Under Cut

Veneer

Detail 03
Door Detail (NovABoarD FD 90 Mins)

1:2 @ A1

eurospec ES1207
Protected With loreint

Interdense
(intumescent protection

sheet)

drop seal
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Solid hard wood
door
frame density 650 kg/m³
moisture 10% ± 2
25x6mm PVC Encapsulated
Seal Fixed Exposed Face of
Frame Three Sides and door leaf
three sides

Veneer

64mm thick NovABoarD Fire
rated Core density

600kg/m³

Fire rated foam 10 mm

Detail 01
Door Detail (NovABoarD FD 90 Mins)

1:2 @ A1
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 6 mm calcium scilicet
 loreint Interdense

(intumescent protection sheet)

Concealed door closer
eurospec DCC2024NCA/SV

16 9

 64mm Fire Door FD90 Single Acting

Single Door with vision panel
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